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Nr. Description
Umschreibung
Description

Ball Valve 1/2"/Kugelhahn 1/2"/Vanne 3 boisseau 1/2" N

Pressure Gauge 0-16 Bar 1/2"/Druckmanometer 0 - 16 Bar, 1/2"/Manomatre 0-16 bar 1/2" N

Level Indicator Pipe PN10 @12 mm, Length 480 mm/Filllstandsanzeigerohr PN 10 @12mm, |ange 480 mm/Tube de niveau PN10 G12mm, |g. 480mm "l
Protection Tube, Length 450 mm/Schutzrohr, linge 450 mm/Tube de protection, Ig. 450mm +

Union 1” Female/Verbinder 1", BSP AG/Raccordements: union 1" Femelle N
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Description
Umschraibung
Description

Ball Valve 112" / Kugelhahn 1/2" / Vanne & boisseau 1/2”
Pressure Gauge 0-16 Bar 1/2” / Druckmanometer 0-16 Bar, 1/2" / Manométre 0-16 bar 1/2"
Level Indicator Pipe PN10 @12 mm, Length 480 mm/Filllstandsanzeigarohr PN 10 @12mm, Iange 480 mm/Tube de niveau PN10 @12mm, |g. 480mm

Protection Tube, Length 450 mm/Schutzrohr, l2nge 450 mm/Tube de protection, Ig. 450mm

Unions 1" BSP Male/\arbinder 17, BSP AG/Raccordements: unions 1"Femelle

Valve with Test Flange 1/2"/Kugelhahn 1/2" mit TestanschluB/Vanne avec bride de test
Float Switch 1° BSP/Schwimmerschalter/Contacteur de niveau 1" BSP
Pressure Switch FF4-10 1/2°/Druckschalter FF4-10 1/2"/Pressostat FF4-10 1/2"
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FEEDING TANK

Feeding Tank Hot Dip Galvanized/Pumpenauffillbehalter Feuerverzinkt/Bacs d'alimentation galvanisés a chaud

Art. Nr. \{Plume L H
Capacita mm mm

TANK100WOV 100 1.
TANK200WOV 200 1. 1100 450 530 52
TANKS00WOV 500 I. 1500 550 500 110

Float Valve/Schwimmerventil/\Vanne a flotteur

Description

Umschreibung
Dascription

FLOAT00340 25  Float Valve including Float Ball, BSP Male/Schwimmerventil mit Schwimmer, BSP-AG/Vanne 2 flotteur + flotteur , BSP male 1.4
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FLOAT SWITCH

Float Switch for Level Regulations and Pump Contro¥ Schwimmerschalter zur Pegelregulierung und Pumpensteuerung/Contacteur de niveau pour régulation de niveau et controle de pompe

Art. Nr. Cable Length [m] MAXxT
Kabelldnge [m]

Longueur da cable [m] °C
19000500 0.50 50
19020000 2.00 50
19030000 3.00 50
19050000 5.00 50
19100000 10.00 50
19150000 15.00 50
19200000 20.00 50
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FEEDING DEVICE
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Cable
Kabel
Cable

3x 1 mm?, max.
3 x 1 mm?, max.
3x 1 mm?, max.
3x 1 mm?, max.
3x 1 mm?, max.
3 x 1 mm?, max.
3x 1 mm?, max.

Art. Nr. Description
Umschreibung
Description
WE048DLWKG Water feeding Device 1.1/2” / Wassereinspeisung 1.1/2” / Equipment d'alimentation en eau 1.1/2"
LE027DLWKG Air feeding Device 3/4” / Drucklufteinspeisung 3/4” / Equipment d’alimentation de air comprimé 3/4”

10A
10A
10A
10A
10A
10A
10A

J \DS*

-

*When combined with VdS approved valve / Wenn kombiniert mit VdS Zugelassen Ventil / Lorsqu'il est combiné avec VdS approuvé vanne
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(1) asazs

Body: Malleable Iron, Galvanized,
Mild Steel, Noryl, ABS T

Korper: Temperguss, verzinkt, 400 I
Weichstahl, Noryl, ABS

Corps: Fonte malléable,galvanisé, 508 J
Acier doux , Noryl, ABS T 0 F

Inlet BSPT Male Qutlet BSP Female Gau%readingﬂmm}
Eingang BSPT OG Ausgang BSP 1G nometer: ge
Entrea BSPT Male Soriie BSP Taraudé Calibres jauge de debit
1st 2nd
01308 XLH 3" 3" 275 - 7.0 v
01309 OH1 3" 3" 375 540 7.0 v
01310 OH2 3" 3" 725 1000 7.0 V
0131 OH3 3" 3" 1100 1350 7.0 v
01312 OH3 Special 3” 3" 1800 2100 7.0 \
01313 XHH 7.5 mm/min 3" 3" 2300 = 7.0 N
01333 XHH 10 mm/min 3" 3" 3050 - 7.0 V

Art. Nr. Connection Meter Raneg';e Material
Anschlul Anzeigebarai Material
Connection Plage de mesure Matériaux
025500013 1/4" NPT 0-400 Psi Dry/Trocken/Sec Black/Schwarz/Noir 94 46 0.4 v
923431012 14" NPT 0-300 Psi Dry/Trocken/Sec ABS/ABS/ABS 94 29 015 W A
2135338 3/8” 1ISO 0-16 Bar Glycerin St. Steel/Edelstahl/inox 100 46 0.35
7125411 1/2" 1ISO 0-16 Bar Dry/Trocken/Sec Steel/Stahl/Acier 100 46 0.4
7125411G 1/2" IS0 0-16 Bar Glycerin St. Steel/Edelstahl/inox 100 46 0.8
7125411G63 1/4" ISO 0-16 Bar Glycerin St. Steel/Edelstahl/Inox 63 48 0.8
7125438 1/2" 1S0 0-16 Bar Dry/Trocken/Sec Steel/Stahl/Acier 100 46 0.4
7125454 1/4" NPT 0-10 Bar Dry/Trocken/Sec Steel/Stahl/Acier 100 46 04
2161086 1/2" 1ISO -1-3 Bar Glycerin/Glyzerin/glycérine  St. Steel/Edelstahl/inox 100 50 0.8
W01000110 12" 1SO 0-25 Bar Dry/Trocken/Sec Steel/Stahl/Acier 100 46 0.4
9296808* 1/2" 150 0-16 Bar Dry/Trocken/Sec Steel/Stahl/Acier 100 46 0.6
*Gauge also includes pressure switch/ Other options available on request/
*Manometer mit Druckschalter/ Andere Ausfithrungen auf Anfrage/
*Le manométre comprend également Autres options disponibles sur demande

le pressostat
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