NIKING

Section C - Sprinklers, Extended Coverage

Microfast® Model M Microfast® Model M

Quick/Standard Response Standard/Quick Response

Extended Coverage Extended Coverage

Glass Bulb Glass Bulb

Pendent Pendent

SIN: VKE00 SIN: VK602

K Factor: 5.6 (81) K Factor: 8.0(115)

Thread Size:  1/2 inch NPT Thread Size: 3/4 inch NPT

Base Part#  06778B Base Part # 07077
Finish Temp |Part# IPG Finish Temp |Part# IPG
Standard Brass 1365°F |067T7T8BAA V202 Standard Brass 136°F |OTOTTAA V202
Standard Brass 166°F |06778BAB V202 Standard Brass 155°F (OTOTTAB V20.2
Standard Brass 175°F |06778BAD W20.2 Standard Brass 175°F [07O77AD V202
Chrome 135°F |0G7T70BFA V202 Chrome 135°F |OFO7TFA V202
Chrome 155°F |06778BFB V202 Chrome 155°F |0TD7TFB V202
Chrome 175°F |06778BFD V202 Chrome 175°F [O7O7V7FD V202
White-Polyester”  |135°F |06778BMA/W | V202 White-Polyester®  [135°F [07077MAW | V202
White-Polyester 155°F |06778BMB/W | V20.2 White-Polyester 155°F |07077TMB/W | V20.2
White-Polyester 175°F |06778BMD/W | V20.2 White-Polyester 175°F |[0TO77TMD/W | V20.2
Std Sprinkler Wrench V20 Std Sprinkler Wrench V20
Wrench for Recessed 1357TWIB V20 Wrench for Recessed 13577TW/B V20

Microfast” Model M HIGH PRESSURE - Model M
Standard/Quick Response Standard/Quick Response
Extended Coverage Extended Coverage
Glass Bulb Glass Bulb
Pendent Pendent
SIN: VKB04' SIN: VK610
K Factor: 56 (81) K Factor: 56 (81)
Thread Size:  1/2 inch NPT Thread Size:  1/2 inch NPT
Base Part# 10335 Base Part # 12294
Finish Temp |Part# IPG Finish Temp |Part# IPG
Standard Brass 135°F |10335AA V202 Standard Brass 136°F [12294AA V202
Standard Brass 166°F |10335AB V202 Standard Brass 156°F [12294AB V202
Standard Brass 1765°F |10335AD V202 Standard Brass 176°F [12294AD V202
Chrome 135°F |10335FA V202 Chrome 135°F [12294FA V202
Chrome 155°F |10335FB V202 Chrome 156°F |12294FB V20.2
Chrome 175°F |10335FD V202 Chrome 175°F |12294FD V202
White-Polyester  |135°F |10335MA/W | V202 White-Polyester-  [135°F [12294MA/W | V20.2
White-Polyester 155°F |10335MB/W | V202 White-Polyester 165°F |12294MB/W | V20.2
White-Polyester 175°F [10335MD/MW | V202 W hite-Polyester 175°F |12294MD/W | V202
Std Sprinkler Wrench V20 Std Sprinkler Wrench V20
Wrench for Recessed 13577TWIB V20 Wrench for Recessed 13577TWIB V20

(1) Also listed for high pressure (250 PSI) as VK610 (p/in 12294)
{2) Polyester sprinklers are suitable for decorative applications and are UL listed for corrosion resistance.

NOTE - High Pressure (HP) = Working pressure to 250 psi (1724 kPa)




Section C - Sprinklers, Extended Coverage

NIKING

Microfast® Model M Microfast® Model M
EXTRA LARGE ORIFICE EXTRA LARGE ORIFICE
Standard/Quick Response Standard/Quick Response
Extended Coverage Extended Coverage
Glass Bulb Glass Bulb
Upright Pendent
SIN: VK532'° SIN: VK534'4
K Factor: 11.2 (161) K Factor: 11.2 (161)
Thread Size: 3/4 inch NPT Thread Size: 3/4 inch
Base Part#: 08687 Base Part# 08340
Finish Temp |Part# IPG Finish Temp |Part# IPG
Standard Brass 155°F |08687AB V18.1 Standard Brass 155°F |08340AB V18.1
Standard Brass 175°F |08687AD V18.1 Standard Brass 175°F |08340AD V18.1
Standard Brass 200°F |0B68BTAE V18.1 Standard Brass 200°F |08340AE V18.1
Standard Brass 286°F |08687AG V18.1 Standard Brass 286°F |08340AG V18.1
Chrome 155°F |08687FB V181 Chrome 155°F |08340FB V181
Chrome 175°F |08687FD V18.1 Chrome 175°F |08340FD V18.1
Chrome 200°F |08687FE V181 Chrome 200°F |08340FE V18.1
Chrome 286°F |08687FG V181 Chrome 286°F |08340FG V18.1

White-F’on.fester3

155°F |08687MB/W | V18.1

White-Polyester® {155

°F |08340MB/W | V181

White-Polyester

175°F |08687MD/W | V18.1

White-Polyester 175

°F |08340MD/W | V181

White-Polyester

200°F |08687TME/W | V18.1

White-Polyester 200

°F |08340ME/W | V181

White-Polyester

286°F |08687TMG/W | V18.1

White-Polyester 286

°F |08340MG/W | V18.1

Black-Polyester®

155°F |08687TMB/B V18

Black-Polyester® 155

°F |08340MB/B V18

Black-Polyester

175°F |08687MD/B V18

Black-Polyester 175

°F |08340MD/B V18

Black-Polyester

200°F |08687ME/B V18

Black-Polyester 200

°F |08340ME/B V18

Black-Polyester

286°F |08687TMG/B V18

Black-Polyester 286

°F |08340MG/B V18

Black (flouropolymer)®*|155°F |08687NB V18 Black (flouropolymer)**|155°F |08340NB v18
Black (flouropolymer) |175°F |08687ND V18 Black (flouropolymer) |175°F [08340ND V18
Black (flouropolymer) |200°F |08687NE V18 Black (flouropolymer) (200°F |08340NE V18
Black (flouropolymer) [286°F |08687NG V18 Black (flouropolymer) [286°F |08340NG V18
Black (flouropolymer) |OPEN [08687NZ V18 Black (flouropolymer) |OPEN |08340NZ V18

Std Sprinkler Wrench

05118CW/B V20

Std Wrench for ELO Spk
Wrench for Recessed

05118CW/B V20

11663W/B V20

Model M Finish Temp |Part# IPG

EXTRA LARGE ORIFICE Standard Brass 135°F |08339AA V18.1
Standard/Quick Response Standard Brass 155°F |08339AB V18.1
Extended Coverage Standard Brass 175°F |08339AD V18.1
Glass Bulb Chrome T35°F |08330FA V18.1
Pendent Chrome 155°F |08339FB V18.1
SIN: VK608' Chrome 175°F |08339FD V18.1
K Factor: 11.2 (161) White-Polyester®  |135°F |08339MA/W | V18.1
Thread Size:  3/4 inch NPT White-Polyester 155°F |08339MB/W | V18.1
Base Part#: 08339 White-Polyester 175°F |08339MD/W | V18.1

(1) Light Hazard
(2) Ordinary Hazard

(3) Suitable for decorative applications and are
UL listed for corrosion resistance.
(4) Also available with coated waterways without glass bulbs

Black-Polyester

135°F |08339MA/B V18

Black-Polyester

155°F |08339MB/B V18

Black-Polyester

175°F |08339MD/B V18

Black (flouropolymer)®*|135°F |08339NA v18
Black (flouropolymer) [155°F |08339NB V18
Black (flouropolymer) |175°F [08339ND V18
Black (flouropolymer) |OPEN [08339NZ V18

Std Sprinkler Wrench
Wrench for Recessed

05118CW/B V20

11663W/B V20




NIKING

Section C - Sprinklers, Extended Coverage

Model M Model M

EXTRA LARGE ORIFICE EXTRA LARGE ORIFICE

Standard/Quick Response Standard/Quick Response

Extended Coverage Extended Coverage

Glass Bulb Glass Bulb

Upright Pendent

2 SIN: VK570 SIN: VK572"°
e _ K Factor: 14.0 (202) K Factor: 14.0 (202)
== 7 Thread Size: 3/4 inch NPT Thread Size: 3/4 inch NPT

Base Part# 13840 Base Part #:. 13722
Finish Temp |Part# IPG Finish Temp |Part# IPG
Standard Brass 155°F |13840AB V18.1 Standard Brass 155°F |13722AB V181
Standard Brass 175°F |13840AD V181 Standard Brass 175°F [13722AD V181
Standard Brass 200°F |[13840AE V18.1 Standard Brass 200°F |13722AE V18.1
Standard Brass 286°F |13840AG V18.1 Standard Brass 286°F |13722AG V181
Chrome 155°F |13840FB V18.1 Chrome 155°F |13722FB V18.1
Chrome 175°F |13840FD V18.1 Chrome 175°F |[13722FD V18.1
Chrome 200°F |13840FE V18.1 Chrome 200°F |13722FE V181
Chrome 286°F |[13840FG V18.1 Chrome 286°F |13722FG V181
\.-’\!hit»s:—F’onester2 155°F |13840MB/W | V18.1 White—Ponester2 155°F [13722MB/W | V18.1
White-Polyester 175°F |13840MD/W | V18.1 White-Polyester 175°F [13722MD/W | V18.1
White-Polyester 200°F |13840ME/W | V18.1 White-Polyester 200°F |13722MEW | V181
White-Polyester 286°F |13840MG/W | V181 White-Polyester 286°F |13722MG/W | V181
BIa\cI-(—F’[)Iyester2 155°F |13840MB/B V18.1 BIack—Polyester2 155°F [13722MB/B V18
Black-Polyester 175°F |13840MD/B V18.1 Black-Polyester 175°F [13722MD/B V18
Black-Polyester 200°F |13840ME/B V18.1 Black-Polyester 200°F |13722ME/B V18
Black-Polyester 286°F |13840MG/B V18.1 Black-Polyester 286°F |13722MG/B V18
Black (flouropolymer)® |155°F |13840NB V18 Black (flouropolymer)® [155°F |13722NB V18
Black (flouropolymer) [175°F |13840ND V18 Black (flouropolymer) [175°F |13722ND V18
Black (flouropolymer) |200°F |13840NE V18 Black (flouropolymer) (200°F |13722NE V18
Black (flouropolymer) [286°F |13840NG V18 Black (flouropolymer) |286°F |13722NG V18

Wrench for ECOH 14K

Wrench for Recsd ECOH

(1) Ordinary Hazard

07297W/B
13032W/B

1]

Wrench for ECOH 14K

Wrench for Recsd ECOH

07297W/B
13032W/B

V20

(2) Suitable for decorative applications and are UL listed for corrosion resistance.

(3) Also listed as quick response for ordinary hazard (refer to technical data page for complete listing/approval data)




Section C - Sprinklers, Extended Coverage

NIKING

Std Sprinkler Wrench

Wrench for Recessed

Microfast” Model M
Standard/Quick Response
Extended Coverage
Glass Bulb
Horizontal Sidewall
SIN: VK605
K Factor: 5.6 (81)
Thread Size: 1/2 inch NPT
Base Part #: 12120
Finish Temp |Part# IPG
Standard Brass 135°F [12120AA V202
Standard Brass 155°F [12120AB V202
Standard Brass 175°F |[12120AD V202
Chrome 135°F |12120FA V202
Chrome 155°F (12120FB V202
Chrome 175°F [12120FD V202
White-Polyester’ ~ |135°F [12120MA/W | V20.2
White-Polyester 155°F [12120MB/W | V202
White-Polyester 175°F_|12120MD/W_| V20.2
Black (flouropolymer)’ 135°F |12120NA V202
Black (flouropolymer) [155°F [12120NB V202
Black (flouropolymer) [175°F [12120ND V202

10896W/B V20

13655W/B

Microfast™ Model M
Standard/Quick Response
Extended Coverage
o= _ Glass Bulb
/ m Horizontal Sidewall
Y [SIN: VK606
K Factor: 8.0 (115)
Thread Size: 3/4 inch NPT
Base Part #: 13005
Finish Temp |Part # IPG
Standard Brass 135°F |13005AA V202
Standard Brass 155°F |13005AB V202
Standard Brass 175°F |13005AD V202
Chrome 135°F |[13005FA | V202
Chrome 155°F |13005FB V202
Chrome 175°F |13005FD V_2[J.2
White-Polyester’  |135°F |130056MA/W | V202
White-Polyester 155°F |13005MB/W | V202
W hite-Polyester 175°F_|13005MD/W | V20.2
Black (flouropolymer)’ |135°F |13005NA V202
Black (flouropolymer) [155°F [13005NB V202
Black (flouropolymer) |175°F |13005ND V202

Std Sprinkler Wrench
Wrench for Recessed

10896W/B V20

13655W/B

Std Sprinkler Wrench
Wrench for Recessed

HIGH PRESSURE
Standard/Quick Response
Extended Coverage
Glass Bulb
Horizontal Sidewall
SIN: VK612
K Factor: 5.6 (81)
Thread Size: 1/2 inch NPT
Base Part #: 12295
Finish Temp |Part# IPG
Standard Brass 135°F [12295AA V20.2
Standard Brass 155°F [12295AB V20.2
Standard Brass 175°F [12295AD V20.2
Chrome 135°F [12295FA V202
Chrome 155°F [12295FB V20.2
Chrome 175°F |12295FD V202
White-Polyester’ ~ |135°F [12295MA/W | V20.2
White-Polyester 155°F [12295MB/W | V20.2
White-Polyester 175°F [12295MD/W | V20.2
Black (flouropolymer)’ |135°F |12295NA V202
Black (flouropolymer) [155°F |[12295NB V202
Black (flouropolymer) |175°F |12295ND V20.2

13655W/B

COCOON SPRINKLERS *
Standard/Quick Response
Extended Coverage
Glass Bulb
ﬂ.; Horizontal Sidewall

SIN: VK605, VK612
K Factor: 5.6 (81)
Thread Size: 1/2inch NPT
Base Part # 12120, 12295

Finish Temp |Part # IPG

Chrome 135°F |12120FAK Voo

Chrome 155°F |12120FBK Voo

Chrome 175°F |12120FDK Voo

White-Polyester 135°F [12120MA/WK| VOO

White-Polyester 155°F |12120MB/WK | VOO

White-Polyester 175°F |12120MD/WK| VOO

HIGH PRESSURE - VK612 (base part # 12295)

Chrome 135°F |12295FAK Voo

Chrome 155°F |12295FBK Voo

Chrome 175°F |12295FDK Voo

Black (flouropolymer)’ [135°F [12295MA/MWK | VOO

Black (flouropolymer) |155°F [12295MB/WK | VOO

Black (flouropolymer) |175°F |12295MD/WK| V0O

Wrench for Recessed

(1) Suitable for decorative applications and are UL listed for corrosion resistance.
(2) Cocoon sprinklers include sprinkler, sprinkler protective cap, unit cap, 2-piece escutcheon, and three wraps of tape on threads.
NOTE - High Pressure (HP) = Working pressure to 250 psi (1724 kPa)

13655W/B






