Section G - Dry Sprinklers

NIKING:

Standard Response
Standard Coverage
Gla_ss Bulb —
Plain Barrel A
Pendent
SIN: VK150
K Factor: 5.6 (81)
Thread Size: 1 inch NPT 7
Base Part #: 07852U _J_
Part Number'23? IPG Length (L) - A Dimension Finish®
OT852UA(THL) V19 [3-6" (76 - 152mm) Standard Brass
07852UF(T){L) V19 |3-6" (76 - 152mm) Chrome
07852UA(THL) V19 6% - 9" (165 - 229mm) Standard Brass
O07852UF(T)(L) V19 |6% - 9" (165 - 229mim) Chrome
OT852UA(THL) V19 9% - 12" (241 - 305mm) Standard Brass
07852UF(T){L) V19 9% - 12" (241 - 305mm) Chrome
07852UA(THL) V19 [12%- 15" (318 - 381mm) Standard Brass
07852UF(T)(L) V19 [12%- 15" (318 - 381mm) Chrome
OT852UA(THL) V19 [15% - 18" (394 - 457mm) Standard Brass
07T852UF(T){L) V19 [15% - 18" (394 - 457mm) Chrome
07852UA(THL) V19 [18% - 21" (470 - 533mm) Standard Brass
07852UF(T){L) V19 [18% - 21" (470 - 533mm) Chrome
OT852UA(THL) V19 [21% - 24" (546 - 610mm) Standard Brass
07852UF(T){L) V19 [21% - 24" (546 - 510mim) Chrome
07852UA(THL) V19 [24% - 27" (622 - 686mim) Standard Brass
07852UF(T){L) V19 [24% - 27" (622 - 686mim) Chrome
07852UA(THL) V19 [27% - 30" (699 - T62mm) Standard Brass
07852UF(T){L) V19 [27% - 30" (699 - 762mm) Chrome
O7T852UA(T)H(L) V19 |30% - 33" (775 - 838mm) Standard Brass
07852UF(T){L) V19  |30% - 33" (775 - 838mm) Chrome
07T852UA(THL) V19 [33%% - 36" (851 - 914mm) Standard Brass
07852UF(T){L) V19 [33% - 36" (851 - 914mm) Chrome

Wrench

07297W/B Wrench - Standards

Sprinkler Guard

08954 For Pendent or Upright

Available Temperatures (T)

1595°F /68°C =B
173°F /1 79°C =D

200°F/93°C =E
286°F /1 141°C =G

(1) To order, add desired temperature suffix (T) and then length (L) in inches

Example:
VK150, Chrome, 155°F, 10" long = 07852UFB10

{2) Order in *2" Increments
{3) Standard Length is 3 - 47". Lengths over standard are available without listings or approvals.
{4) Also available in Polyester White finish (corrosion resistance).

Dry sprinkiers are avaflable in lengths over standard. Contact customer service for price and availability.



Section G - Dry Sprinklers “IKlmu

Dry Sprinkler
Standard Response -
Standard Coverage [ ‘l_
Glass Bulb _— !
Standard Adjustable - ‘._{-—-"“ J
Pendent | [ P S
SIN: VK154 T <~
K Factor: 56 (81) Il | J
Thread Size: 1 inch NPT L f
Base Part # 077400

Part Number>? Length (L) - A Dimension Finish
07740UF(T)(L) W19 1% - 6" (38 - 152mm) Chrome
07740UM{T)WI(L) W19 1% - 6" (38 - 152mm) White
O77T40UMF(TYW(L} W19 1% - 67 (38 - 152mm) White w/ Chrome Escut.
077T40UF(T)(L) W19 |6Y% - 97 (165 - 229mm) Chrome
07740UM(T)WI(L) W19 |6Y% - 97 (165 - 229mm) White
077T40UMF(TYW(L) W19 |6 - 97 (165 - 229mm) White w/ Chrome Escut.
077T40UF(T)(L) W19 |9% - 12" (241 - 305mm) Chrome
07740UM(T)WI(L) W19 |9% - 12" (241 - 305mm) White
07740UMF(TYWI(L) W19 |9% - 12" (241 - 305mm) White w/ Chrome Escut.
07740UF(T)(L) W19 [12% - 15" (318 - 381mm) Chrome
07740UM(T)WI(L) W19 [12% - 15" (318 - 381mm) White
O77T40UMF(T)W(L) W19 [12% - 15" (318 - 381mm) White w/ Chrome Escut.
077T40UF(T)(L) W19 |15 - 18" (394 - 457mm) Chrome
07740UM(T)WI(L) W19 |15 - 18" (394 - 457mm) White
07740UMF(TYWI(L) W19 |15 - 18" (394 - 457Tmm) White w/ Chrome Escut.
077T40UF(T)(L) W19 [18% - 21" (470 - 533mm) Chrome
07740UM(T)WI(L) W19 |18 - 21" (470 - 533mm) White
O7TA0UMF(TYW(L}) W19 [18% - 21" (470 - 533mm) White w/ Chrome Escut.
077T40UF(T)(L) W19 |21 - 24" (546 - 610mm) Chrome
07740UM{T)WI(L) W19 |21 - 24" (546 - 610mm) White
O7TA0UMF(TYW(L}) W19 |21 - 24" (546 - G10mm) White w/ Chrome Escut.
07740UF(T)(L) W19 [24%5 - 27" (622 - GBEmm) Chrome
07740UM(T)WI(L) W19  |24% - 27" (622 - 686mm) White
077T40UMF(TYWI(L) W19 |24 - 27" (622 - 686mm) White w/ Chrome Escut.
07740UF(T)(L) W19  |27% - 30" (699 - 762Zmm) Chrome
077T40UM(T)WI(L) W19 |27 - 30" (699 - 7T62mm) White
O7740UMF(TYW{L) W19 |27 - 30" (699 - 762mm) White w/ Chrome Escut.
07740UF(T)(L) W19 |30% - 33" (775 - 638mm) Chrome
O7740UM(T)W(L) W19 |30% - 33" (775 - B38mm) White
O7740UMF(TYW{L) W19 |30% - 33" (775 - B38mm) White w/ Chrome Escut.
077T40UF(T)(L) W19 [33% - 36" (851 - 914mm) Chrome
O7740UM(T)W(L) W19 |33 - 36" (851 - 914mm) White
O7TA0UMF(TYW(L) 33% - 36" (851 - 914mm) White w/ Chrome Escut.

Wrenches
Standard

07297TWIB
Sprinkler Guard

08954 For Pendent or Upright

Replacement Escutcheons
For Standard Adjustable Pendents Chrome
For Standard Adjustable Pendents Polyester White

Available Temperatures (T)
155°F /1 68°C =B 200°F /893°C=E
175°F 1 79°C =D 286°F /1 141°C =G
(1) To order, add desired temperature suffix (T) and then length (L) in inches (see example previous page)
(2) Order in " Increments (3) Standard Length is 1-1/2" to 45-1/2".

07741F
0774 1MW




NIKING

Section G - Dry Sprinklers

Standard Response
Standard Coverage

Glass Bulb

Recessed Adjustable
Pendent

SIN: VK158

K Factor: 56 (81)
Thread Size: 1 inch NPT
Base Part # 065300

Part Number'*?

06530UF(T)(L) V19 3% - 6" (83 - 152mm) Chrome
06530UM(T)YW(L) V19 3% - 6" (83 - 152mm) Polyester White
06530UF(T)(L) V19 6% - 9" (159 - 229mm) Chrome
06530UM(T)YW(L) V19  |6%- 9" (159 - 229mm) Polyester White
06530UF(T)(L) V19 9% - 12" (235 - 305mm) Chrome
06530UM(T)YW(L) V19 9% - 12" (235 - 305mm) Polyester White
06530UF(T)(L) V19 [12%- 15" (311 - 381mm) Chrome
06530UM(T)YW(L) V19 |12%- 15" (311 - 381mm) Polyester White
06530UF(T)(L) V19  |15% - 18" (387 - 457mm) Chrome
06530UM(T)YW(L) V19  |15%- 18" (387 - 457Tmm) Polyester White
06530UF(T)(L) V19  |18%- 21" (464 - 533mm) Chrome
06530UM(T)YW(L) V19 |18% - 21" (464 - 533mm) Polyester White
06530UF(T)(L) V19  |21% - 24" (540 - 610mm) Chrome
06530UM(T)YW(L) V19  |21% - 24" (540 - 610mm) Polyester White
06530UF(T)(L) V19  |24% - 27" (616 - 6B6mm) Chrome
06530UM(T)W(L) V19  |24% - 27" (616 - 6B6mm) Polyester White
06530UF(T)(L) V19 |27% - 30" (692 - 762mm) Chrome
06530UM(T)YW(L) V19 |27% - 30" (692 - 762mm) Polyester White
06530UF(T)(L) V19  |30% - 33" (768 - 638mm) Chrome
06530UM(T)YW(L) V19  |30% - 33" (768 - 638mm) Polyester White
06530UF(T)(L) V19 |33% - 36" (845 - 914mm) Chrome

06530UM(T)W(L)

07565W/B

08954

05459AF

Recessed

334 - 367

(845 - 914mm)

Wrenches

Sprinkler Guard

For Pendent or Upright

Palyester White

Replacement Escutcheons

For Recessed Adjustable

Chrome

05459AMMW

For Recessed Adjustable
Available Temperatures (T)

155°F/ 68°C =B
175°F/79°C =D

Polyester W hite

200°F F93°C =E

(1) To order, add desired temperature suffix (T) and then length (L) in inches

Example:

WK158, Chrome, 155°F, 10" long = 06530UFB10

(2) Order in 1/4” Increments

(3) Standard Length is 3% - 47", Lengths over standard are available without listings or approvals.

Dry sprinklers are available in lengths over standard. Contfact customer service for price and availability.




Section G - Dry Sprinklers

Dry Sprinkler

Standard Response

Standard Coverage

Glass Bulb

Plain Barrel

Horizontal Sidewall m

SIN: VK152 | A L] |

K Factor: 5.6 (81) a Eﬁ-—

Thread Size: 1 inch NPT % =/

Base Part #: 07858U D
Part Number™** IPG Length (L) - A Dimension Finish®

D7858UA(THL) V19 3-6" (76 - 152mm) Standard Brass

07858UF(T)(L) V19 3 - 6" (76 - 152mm) Chrome

D7858UA(T)L) V19 62 - 9" (165 - 229mm) Standard Brass

07858UF(T)(L) V19 6va - 9" (165 - 229mm) Chrome

D7858UA(THL) V19 9% - 12" (241 - 305mm) Standard Brass

07858UF(T)(L) V19 9% - 12" (241 - 305mm) Chrome

D7858UA(THL) V19 12% - 15" (318 - 381mm) Standard Brass

07858UF(T)(L) V19 12% - 15" (318 - 381mm) Chrome

D7858UA(THL) V19 15% - 18" (394 - 457mm) Standard Brass

07858UF(T)(L) V19 15% - 18" (394 - 457mm) Chrome

07858UA(T)L) V19 18% - 21" (470 - 533mm) Standard Brass

07858UF(T)(L) V19 18% - 21" (470 - 533mm) Chrome

07858UA(T)L) V19 21% - 24" (546 - 610mm) Standard Brass

07858UF(T)(L) V19 21% - 24" (546 - 610mm) Chrome

07858UA(T)L) V19 24% - 27" (622 - 686mm) Standard Brass

07858UF(T)(L) V19 24% - 27" (622 - 686mm) Chrome

07858UA(T)L) V19 27 - 30" (699 - 762mm) Standard Brass

07858UF(T)(L) V19 27 - 30" (699 - 762mm) Chrome

07858UA(T)L) V19 30% - 33" (775 - 838mm) Standard Brass

07858UF(T)(L) V19 30% - 33" (775 - 838mm) Chrome

07858UA(T)L) V19 33% - 36" (851 - 914mm) Standard Brass

07858UF(T)(L) V19 33% - 36" (851 - 914mm) Chrome

Wrenches

07297W/B Standard

Available Temperatures (T)

155°F /68°C =B
1753°F /79°C =D

200°F/93°C =E

286°F / 141°C =G

(1) To order, add desired temperature suffix (T) and then length (L) in inches

Example:

VK132, Chrome, 135°F, 6-1/2" long = 07858UFB0GS

{2} Order in 2" Increments
(3) Standard Length is 3 - 47". Lengths over standard are available without listings or approvals.

(4) Also available in Polyester White finish (cormosion resistance).

Dry sprinklers are avaiiable in lengths over standard. Contact customer service for price and avaiability.



NIKING

Section G - Dry Sprinklers

Standard Response

Standard Coverage

Glass Bulb

Standard Adjustable
Horizontal Sidewall

SIN:

K Factor:

Thread Size:

Base Part #:
Part Number'**

VK156

56 (81)

1 inch NPT

07857U
Length (L) - A Dimension

07857UF(T)(L) V19 1% - 6" (38 - 152mm) Chrome
07857UM(TIW (L) V19 1% - 67 (38 - 152mm) White
D7857TUMF(TYW(L)  |V19 1% - 6" (38 - 152mm) White w/ Chrome Esc
07857UF(T)(L) V19 6% - 9" (165 - 229mm) Chrome
D7857TUM(TYW (L) V19 6% - 97 (165 - 229mm) White
D7857UMFE(TYW(L)  |Vv19 6% - 9" (165 - 229mm) White w/ Chrome Esc
0785TUF(T)L) V19 9% - 12" (241 - 305mm) Chrome
D785TUM(TYW (L) V19 9% - 12" (241 - 305mm) White
D785TUMF(TYW(L)  |V19 9% - 12" (241 - 305mm) White w/ Chrome Esc
07857UF(T)(L) V19 12% - 15" (318 - 381mm) Chrome
D785TUM(TYW (L) V19 12% - 157 (318 - 381mm) White
D7857TUMF(TYW(L)  |V19 12% - 15" (318 - 381mm) White w/ Chrome Esc
D7B85TUF(T)(L) V19 15% - 18" (394 - 457mm) Chrome
0785TUM(TYW (L) V19 15% - 18" (394 - 457mm) White
O7857UMF(TYWI(L)  |V19 15% - 18" (394 - 457mm) White w/ Chrome Esc
07857UF(T)(L) V19 16% - 21" (470 - 533mm) Chrome
D785TUM(TYW (L) V19 168% - 217 (470 - 533mm) White
07857UMFE(TYW(L)  |V19 16% - 21" (470 - 533mm) White w/ Chrome Esc
07857UF(T)(L) ZE 21% - 24" (546 - 610mm) Chrome
D785TUM(TIW (L) V19 21% - 24" (546 - 610mm) White
O7857UMF(TYW(L)  |V19 21% - 24" (546 - 610mm) White w/ Chrome Esc
07857UF(T)HL) V19 24% - 27" (622 - 686mm) Chrome
D7B5TUM(TYW (L) V19 24% - 27" (622 - 686mm) White
D7857UMF(TYWI(L)  |V19 24 - 27" (622 - 686mm) White w/ Chrome Esc
07857UF(T)(L) V19 27 - 30" (699 - 762mm) Chrome
D7857TUM(TIW (L) V19 27% - 30" (699 - 762mm) White
D7B5TUMF(TYW(L)  |V19 27% - 30" (699 - 762mm) White w/ Chrome Esc
D785TUF(T)(L) V19 30% - 33" (775 - 638mm) Chrome
07857UM(TYW (L) V19 30% - 33" (775 - 638mm) White
D7857TUMF(TYW(L)  |Vv19 30% - 33" (775 - 838mm) White w/ Chrome Esc
07857UF(T)(L) V19 33% - 36" (851 - 914mm) Chrome
D785TUM(TIW (L) V19 33% - 36" (851 - 914mm) White
D785TUMF(TYW(L)  |v19 33% - 36" (851 - 914mm) White w/ Chrome Esc

Wrenches
07297TW/B Standard
Replacement Escutcheons
D8086F For Standard Adjustable HSW Chrome
08086MW For Standard Adjustable HSW White

Available Temperatures (T)

155°F /68°C =B
175°F/7¥9°C =D

200°F F93°C =E
286°F [ 141°C =G

{1) To order, add desired temperature suffix (T) and then length (L) in inches

{2) Order in ¥2" Increments

Example:

VK156, White, 175°F, 4%" long = O7857UMD/W045

{3) Standard Length is 1% - 455"
Diry sprinklers are available in lengths over standard. Contact customer service for price and availability.




Section G - Dry Sprinklers

Dry Sprinkler
Standard Response
Standard Coverage
Glass Bulb =
Recessed Adjustable
Horizontal Sidewall
SIN: VK162
K Factor: 56 (81)
Thread Size: 1inch NPT
Base Part #: 07856U
Part Number'>34 Length (L) - A Dimension
07856UF(T)(L) V19 3% - 6" (83 - 152mm) Chrome
07856UM(THYW (L) V19 3% - 6" (83 - 152mm) Polyester W hite
07856UF(THL) V19 6% - 9" (159 - 229mm) Chrome
07856UM(T)W (L) V19 6% - 9" (159 - 229mm) Polyester White
07856UF(T)(L) V19 94 - 12" (235 - 305mm) Chrome
07856UM(THW (L) V19 9% - 12" (235 - 305mm) Polyester W hite
07856UF(TH(L) V19 12% - 15" (311 - 381mm) Chrome
07856UM(T)W (L) V19 12% - 15" (311 - 381mim) Polyester W hite
07856UF(T)HL) V19 15% - 18" (387 - 457mm) Chrome
07856UM(THW (L) V19 15% - 18" (387 - 457mm) Polyester W hite
07856UF(THL) V19 18% - 21" (484 - 533mm) Chrome
07856UM(T)YW (L) V19 18% - 21" (464 - 533mm) Polyester White
07856UF(T){L) V19 21%% - 24" (540 - 610mm) Chrome
O07856UM(T)HW (L) V19 21%; - 24" (540 - 610mm) Polyester W hite
07856UF(T)(L) V19 24Y; - 27" (616 - GB6MIM) Chrome
07856UM(THW (L) V19 24%; - 27" (616 - 686mim) Polyester W hite
07856UF(THL) V19 27 - 30" (692 - 762mim) Chrome
07856UM(T)W (L) V19 27V - 30" (692 - 762mim) Polyester White
07856UF(T)HL) V19 30% - 33" (768 - 838mm) Chrome
07856UM(THW (L) V19 30% - 33" (768 - 838mm) Polyester W hite
07856UF(THL) V19 33% - 36" (845 - 914mm) Chrome
07856UM(THYW (L) V19 33% - 36" (845 - 914mm) Polyester W hite
Wrenches
07565W/B Recessed
Replacement Escutcheons
05459AF For Recessed Adjustable Chrome
05459AMW For Recessed Adjustable Polyester White

Available Temperatures (T)
185°F /68°C =B 200°F /93°C =E

175°F / 79°C =D

(1) To order, add desired temperature suffix (T) and then length (L) in inches
Example:

VK162, Chrome, 155°F, 10-1/4" long = 078236UFB1025

(2) Order in 1/4" Increments

(3) Standard Length is 3% - 473", Lengths over standard are available without listings or approvals.

(4) VK162 Is also available with Viking's model G-1 escutcheon for sloped ceilings. To order with G-1,
add the suffix "™ to the part number (prior to length (L)). Mo suffix needed for the Model E-1 escutcheon.

Diry sprinkiers are avalable in lengths over standard. Contact customer senvice for price and availability.



“Immn Section G - Dry Sprinklers

Standard Response - .

Standard Coverage T I

Glass Bulb

Plain Barrel P 1| —
Upright ~ll- B
SIN: VK160

K Factor: 5.6 (81) )%

Thread Size: 1 inch NPT

Base Part#  08050A =S
Length (L) - B Dimension
0B030A(T)(L) V19 4% - 7" (114 - 191mmy) Standard Brass
08050A(T)(L) V19 8 - 10%" (203 - 267mm) Standard Brass
08050A(T)(L) V19 11 - 13%" (279 - 343mm) Standard Brass
08050A(T)(L) V19 14 - 16%" (356 - 419mm) Standard Brass
08050A(T)(L) V19 17 - 19%" (432 - 495mm) Standard Brass
08050A(T)(L) V19 20 - 224" (508 - 572mm) Standard Brass
08050A(T)(L) V19 23 - 25'%" (584 - 648mm) Standard Brass
08050A(T)(L) V19 26 - 284" (660 - 724mm) Standard Brass
08050A(T)(L) V19 29 - 314" (737 - 800mm) Standard Brass
08050A(T)(L) V19 32 - 34%" (813 - 876mm) Standard Brass
08050A(T)(L) V19 35 - 37%" (889 - 953mm) Standard Brass
Wrenches
072957W/B Standard
Sprinkler Guard
08954 For Pendent or Upright
Available Temperatures (T)
155°F / BB°C =B 200°F/93°C=E
175°F 1 79°C =D 2B6°F /141°C =G

(1) To order, add desired temperature suffix (T) and then length (L) in inches

Example:
VK160, Brass, 152°F, 10" long = 08050AB10

(2) Order in 2" Increments
(3) Standard Length is 4% - 48%". Lengths over standard are available without listings or approvals.
(4) Also available in Polyester White finish (cormosion resistance).

Dry sprinklers are available in lengths over standard. Contact customer service for price and availability.






